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10036. You may inspect a copy at the
Environmental Protection Agency’s
RCRA Information Center, 1235 Jeffer-
son Davis Highway, Arlington, VA or
at the National Archives and Records
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call 202-741-6030, or go
to: http://www.archives.gov/
federal register/

code of federal regulations/

ibr _locations.html.

[41 FR 6769, Feb. 13, 1976, as amended at 64
FR 70606, Dec. 17, 1999; 69 FR 18803, Apr. 9,
2004]

§243.2002 Recommended procedures:
Design.

(a) Reusable waste containers should
be constructed of corrosion resistant
metal or other material which will not
absorb water, grease, or oil. The con-
tainers should be leakproof, including
sides, seams, and bottoms, and be dura-
ble enough to withstand anticipated
usage without rusting, cracking, or de-
forming in a manner that would impair
serviceability. The interior of the con-
tainer should be smooth without inte-
rior projections or rough seams which
would make it difficult to clean or
interfere with its emptying. The exte-
rior of the container should be safe for
handling with no cracks, holes, or jag-
ged edges. Containers should be stored
on a firm, level, well-drained surface
which is large enough to accommodate
all of the containers and which is
maintained in a clean, spillage-free
condition.

(1) Reusable waste containers which
are emptied manually should have a
capacity of no more than 35 gallons
(132.51) in volume, unless they are
mounted on casters and can be serviced
by being rolled to the collection vehi-
cle and tilted for emptying. The con-
tainers should be constructed with
rounded edges and tapered sides with
the larger diameter at the top of the
container to facilitate discharge of the
solid waste by gravity. Containers
should have two handles or bails lo-
cated directly opposite one another on
the sides of the container. Containers
should have covers which are tight-fit-
ting to resist the intrusion of water
and vectors, and should be equipped
with a suitable handle. Containers
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should be designed so that they cannot
be tipped over easily.

(2) Reusable waste containers which
are emptied mechanically should be de-
signed or equipped to prevent spillage
or leakage during on-site storage, col-
lection, or transport. The container
should be easily cleanable and designed
to allow easy access for depositing the
waste and removing it by gravity or by
mechanical means. The containers
should be easily accessible to the col-
lection vehicle in an area which can
safely accommodate the dimensions
and weight of the vehicle.

(b) Single-use plastic and paper bags
should meet the National Sanitation
Foundation Standard No. 31 for poly-
ethylene refuse bags and Standard No.
32 for paper refuse bags, respectively.
However, such bags do not need to have
been certified by the National Sanita-
tion Foundation. Single-use bags con-
taining food wastes should be stored
within the confines of a building or
container between collection periods.

§243.201 Safety.

§243.201-1 Requirement.

Collection systems shall be operated
in such a manner as to protect the
health and safety of personnel associ-
ated with the operation.

§243.201-2 Recommended procedures:
Operations.

(a) All solid waste collection per-
sonnel should receive instructions and
training in safe container and waste
handling techniques, and in the proper
operation of collection equipment,
such as those presented in Operation
Responsible: Safe Refuse Collection.

(b) Personal protective equipment
such as gloves, safety glasses, res-
pirators, and footwear should be used
by collection employees, as appro-
priate. This equipment should meet the
applicable provisions of the Occupa-
tional Safety and Health Administra-
tion Standards for Subpart I—Personal
Protective Equipment (29 CFR 1910.132
through 1910.137).

(c) Scavenging should be prohibited
at all times to avoid injury and to pre-
vent interference with collection oper-
ations.

366



		Superintendent of Documents
	2012-08-20T14:41:50-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




